
CALIFORNIA REGIONAL WATER QUALITY CDNTROL OOARD
SAN FRANCISCD BiW REGION

ORDER NO. 88-030
NPDES NO. CA0038547

REISSUING WASTE DISCHARGE REQUIREMENTS FOR:

DELTA DIABLO SANITATION D::STRICT
ANTIOCH, CDN'I'RA COSTA comITY

'Ihe california Regional Water Quality COntrol Board, San Francisco Bay Region,
(hereinafter the Board) finds that:

1. Delta Diablo sanitation District, hereinafter called the discharger, by
application dated september I, 1987, has applied for renewal of waste
discharge zequi'remerrta under the National Pollutant Discharge Elimination
system.

2. 'Ihe discharger presently discharges an average dry weather flow of 8.8 mgd
from its secondary treatment plant which had a design capacity of 9.5 mgd.
Treatment consists of screening, grit removal, primary clarification,
trickling filters, activated sludge, secondary clarification, disinfection
and dechlorination. 'Ihe treated effluent is discharged via a deepwater
outfall into New York Slough, a water of the United States (Latitude 38
deg., 01 m.iri., 40 sec.; Longitude 121 deg., 50 mi.n., 14 aec.) ,

3. The sludge is thickened by dissolved air flotation thickeners,
anaerobically digestEd, and dewatered by centrifuge before it is disposed
of at a permitted lanifill site.

4. 'Ihe discharger comp.Letied a wastewater master plan in 1985 and is currently
updating the master plan to determine the projected wastewater facilities
needs through ultimate development of the service area. 'Ihe service area
includes the Cities of Antioch and Pittsburg and the unincorporated
areas of West pittsburg which includes Shore Acres.

5. An expansion project to increase the design capacity to 12.6 mgd was
COlf[lleted in 1985. A treatment plant capacity study was conducted in 1986
to determine the actual treatment plant capacity and to identify the
optimal operation mode for the secondary system. 'Ihe study indicated that
addition of sulfonators would eliminate the capacity restriction and
thereby increase the capacity to 13.5 mgd. 'Ihe sulfonators have been in
operation since Septe11ber 1987.

6. 'Ihe discharge is presently governed by waste Discharge Requirements in
Order No. 83-15 which allow discharge into New York Slough.

7. 'Ihe discharger implemented and is maintaining an EPA approved pretreatment
program in accordance with the Regional Board Order No. 84-60.

8. 'Ihe Board adopted a revised water Quality Control Plan for the San
Francisco Bay Region (Basin Plan) on December 17, 1986, and the State
Water Resources Control Board approved it on May 21, 1987. 'Ihe Basin Plan
contains water quality objectives for New York Slough and contiguous
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